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Abstract

In this thesis we present a three-dimensional magnetic �eld tracking system, mo-
tivated by the sensitivity of trapped ions to magnetic �eld disturbances. We start
with the implementation of the data collection process for a set of three-axis mag-
netic �eld sensors, for two data transmission methods: via serial port, resulting in a
low but constant sampling rate, and via WiFi with a high but inconsistent sampling
rate up to 470 Hz for a single sensor. Next, we characterize two types of magnetic
�eld sensor: the ICM-20948 from Invensense with a resolution of � 600 nT and the
MMC5983MA from MEMSIC with a resolution of � 100 nT. To measure changes in
the magnetic �eld, we build a three-dimensional con�guration of eight MMC sensors,
the so-called ‘Cube’. We test its performance and limitations using a rod magnet as
controllable disturbance. In addition, we estimate the direction of the rod magnet
position relative to the Cube by scaling the unit position vectors of the sensors with
the measured magnitudes, respectively. The estimation method yields accurate re-
sults if the magnet is placed along one of the symmetry axes of the Cube. However,
depending on the orientation and location of the magnet the estimated direction be-
comes less accurate. In the main text we will discuss further limitations of the setup
and mention possible improvements.

1



Contents

1 Introduction 3

2 Theory 4
2.1 Trapped Ions at the ITQC Group . . . . . . . . . . . . . . . . . . . . . . . 4
2.2 Magnetostatic Fields . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6

3 Setup 7
3.1 Hardware . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7
3.2 3D Sensor Configuration - ‘The Cube’ . . . . . . . . . . . . . . . . . . . . . 10

4 Methods 10
4.1 Data Collection Process . . . . . . . . . . . . . . . . . . . . . . . . . . . . 11

4.1.1 Serial Communication . . . . . . . . . . . . . . . . . . . . . . . . . 11
4.1.2 WiFi . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13
4.1.3 Comparison . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 14

4.2 Calculating Magnetic Field Changes . . . . . . . . . . . . . . . . . . . . . . 14
4.3 Approximation of Disturbance Direction - Scaling Method . . . . . . . . . 15

5 Sensor Characterization 17
5.1 Checking Magnet Fabrication Specifications . . . . . . . . . . . . . . . . . 17
5.2 Testing Sensor Sensitivity . . . . . . . . . . . . . . . . . . . . . . . . . . . 19
5.3 Measurement Distribution . . . . . . . . . . . . . . . . . . . . . . . . . . . 19
5.4 Detecting Disturbances at 50 Hz . . . . . . . . . . . . . . . . . . . . . . . . 21

6 Testing the Cube and the Scaling Method 22
6.1 Adding Disturbance to Cube Range . . . . . . . . . . . . . . . . . . . . . . 22
6.2 Moving Disturbance in Cube Range . . . . . . . . . . . . . . . . . . . . . . 25

7 Conclusion and Outlook 27

2



1 Introduction

Historically, studies of magnetic phenomena date back to as early as 600 BC when the an-
cient Greeks discovered the attractive forces between lodestones and iron, and coined the
word ‘magnet’[1]. However, significant advancements in the theory of magnetism occurred
much later after Oersted had discovered the connection between electric currents and mag-
netic forces in 1820 [2]. In comparison, the theory of electrostatics developed more rapidly,
partly because electric fields arise from electric charges (monopoles), unlike magnetic fields
which arise from tiny current loops (dipoles)[3].

Since the efforts of Oersted and his colleagues, magnets have become ever-present in
our society. Sometimes plainly visible as kitchen magnets, children’s toy or part of an
industrial crane. But more often, as hidden element in appliances such as MRIs, credit
cards, or computers. In the 20th and 21st centuries, researchers have consistently expanded
our understanding of magnetism and developed methods to manipulate the magnetisation
of nanoscale structures, including stable, single-atom magnets [4].

However, magnetic fields can also hinder new discoveries. In the pursuit of controlling
ever smaller structures, we have entered a regime in which quantum effects play a crucial
role. As a result, certain areas of research have become increasingly sensitive to minor
disturbances in the surrounding magnetic field.

The measurement and localization of such small magnetic field disturbances is the focus
of this project, motivated by their effect on the highly sensitive trapped ions at the Ion
Trap Quantum Computing (ITQC) group at the PSI Quantum Hub. The ITQC group
is part of a large number of research groups working towards the development of large
scale quantum processors and the achievement of quantum advantage, when a quantum
computer can solve a real-world problem faster than a classical computer. Even if these
groups pursue the same goal, in many cases their implementation looks very different. The
reason being the variety of possible two-state quantum systems that are suitable for the
realisation of physical qubits1. For example, the vertical and horizontal polarization of a
single photon, the two spin states of a spin-1/2 particle or two different energy levels in an
atom [5].

The ITQC group utilizes two distinct energy levels of trapped Ca+ ions as quantum
states j0i and j1i in their physical realisation of qubits. As basic information unit of
quantum computers qubits adhere to the laws of quantum mechanics and, once reliable
enough, could provide computational advantage over classical computers for certain prob-
lems. However, their realisation presents numerous challenges. For example, changes in
the surrounding magnetic field as low as 0:5 nT2 can disturb their system and render labor-
intensive calibrations useless. Hence, it is important to monitor the magnetic field as closely
as possible and, in the event of a disturbance being registered, determine its direction to
locate e.g. forgotten screwdrivers or identify opened drawers.

Considering these circumstances, we have developed a cubic configuration of magnetic

1Qubits are the basic information unit of quantum computers
2derived in section 2.1
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�eld sensors, measuring the magnetic �eld at eight points in space and subsequently cal-
culating the direction of a possible disturbance using a straightforward method we call
`scaling method'.

The rest of this thesis is structured as follows: First, we provide a more detailed ex-
planation of how the experiments performed at the ITQC group are a�ected by external
magnetic �eld disturbances, along with expressions for the magnetic dipole �eld and the
�eld of a rod magnet. Next, we give an overview of the main hardware components and
setup and explain how to read out data from multiple sensors and estimate the direc-
tion of a disturbance. We then test the resolution of two di�erent 3-axis magnetic �eld
sensors, referred to as `ICM' and `MMC', using a rod magnet with a known �eld as con-
trollable disturbance. Finally, we analyse the performance of our three-dimensional sensor
con�guration and approximation method and provide ideas for applications and further
improvements.

2 Theory

In this section, we �rst provide a brief explanation of the concept behind the trapped ions
experiment of the ITQC group at PSI to highlight the importance of tracking magnetic
�eld disturbances in their lab. At this point, we assume a basic knowledge of quantum
mechanics, including a familiarity with the terms `qubits' and `superposition'. A great
general introduction on quantum computing can be found in references [5] and [6]. In
the second part, we introduce the magnetic dipole �eld and present an expression for the
magnetic �eld of the rod magnet used in multiple experiments.

2.1 Trapped Ions at the ITQC Group

Simply put, the ITQC group uses two distinct energy levels of a40Ca+ ion in a trapping
potential3 as computational basis statesj0i and j1i of a qubit. They perform measure-
ments and manipulations of the qubit state (general superposition of the basis states) with
precisely calibrated laser beams, driving transitions between the states. For simplicity, we
limit our discussion in this section to single trapped ions, but interested readers can �nd
material on multiple ions in a single trap in references [6], [7], [8].

Now, let us take a closer look at the energy level structure of the Ca+ ions to better
understand how changes in the external magnetic �eld can disturb the carefully calibrated
qubit. After a two-step ionization process4, the ion inside the trap has a single remaining
valence electron and an energy level structure similar to that of hydrogen [7]. The �ne
structure of the lowest three orbitals is illustrated in Figure 1, using the notationL J where
L denotes the total orbital angular momentum andJ the total angular momentum. There

3linear Paul trap [7]
4In a �rst transition, a precisely calibrated laser ensures isotope selectivity. This is followed by the

removal of the electron from the atom in the second step.[7]

4



Figure 1: Energy level scheme of the Ca+ ion. The 729 nm laser drives the transition
betweenj0i (a Zeeman level ofD5=2) and j1i (a Zeeman level ofS1=2). Note, that not all
combinations are possible. Due to the selection rules for electric quadrupole transitions we
must satisfy: � mj = 0; � 1; � 2. More information on the other indicated transitions can
be found in the source of this illustration: [8]

is an additional energy level degeneracy which is not lifted by the �ne structure: the
orientation of the total angular momentum, characterized by the quantum numbermj .

In an external magnetic �eld, this degeneracy is lifted via the so-called Zeeman e�ect.
The Zeeman e�ect is based on the principle, that a magnetic moment~� in an external
magnetic �eld ~B has the additional magnetic potential energy �E = � ~� � ~B . In an atom,
both the orbital motion and the intrinsic property `spin' of electrons cause a magnetic
moment, resulting in a total magnetic moment of the atom~� . Let us denote the direction
of ~B asz-direction, ~B = Bẑ. The z-component of the total magnetic moment can then be
written as

� z = � gJ � B mj ; (1)

with the Bohr magneton � B = e~=2me and the geometric factorgJ , called Land�e g-factor,
which depends on the total angular momentum quantum numberJ . The projection of
the total angular momentum onto thez-axis is characterized by the quantum numbermj ,
which can take valuesmj = � J; � J + 1; :::; J . As a result, the energy of the interaction
with an external magnetic �eld is

� E = � � zB = gJ � B mj B: (2)

For every value ofJ there are 2J + 1 possible values ofmj . Therefore, each �ne
structure level is split into 2J + 1 so-called Zeeman levels, as illustrated in Figure 1.

If the external magnetic �eld at the trapped ion is disturbed, the splitting of the
levels changes, shifting the frequency of the transition between two states. For example,
the frequency shift � � of the transition

�
�S1=2; m

0

j

�
�!

�
�D5=2; mj

�
, which corresponds to
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j1i �! j 0i for a possible combination ofm
0

j and mj
5, is given by

� � =
� B

h

�
g(D 5=2 )mj � g(S1=2 )m

0

j

�
� B; (3)

where � B is the change in magnitude of the magnetic �eld andg(S1=2 ) � 2 andg(D 5=2 ) � 1:2
are the two Land�e g-factors [7]. Such a shift in transition frequency causes an o�set of the
previously calibrated laser frequency. Depending on the line width of the natural transition
and the laser, the performance of the setup is more or less sensitive to these o�sets. For
example, the

�
�S1=2; 1=2

�
�!

�
�D5=2; 1=2

�
transition has a natural line width of 0:15 Hz and

the 729 nm laser driving this transition has a line width of approximately 1 Hz [8]. From
Eq. 3, we get a shift of� 5:6 Hz/nT in the transition frequency. Therefore, a disturbance
of 0:5 nT at the trapped ion results in a laser frequency o�set of 2:8 Hz. Depending on
the type of experiment performed, this can be large enough to cause a signi�cant drop in
performance and possibly require a re-calibration of the laser.

2.2 Magnetostatic Fields

After highlighting the importance of measuring small magnetic �eld disturbances in the
previous section, we are now providing a short derivation of the magnetic dipole �eld and
the magnetic �eld of a rod magnet, which was used as a controlled disturbance in many
experiments.

Magnetostatic �elds ~B are described by Maxwell's equations

~r � ~B = 0; ~r � ~B = � 0
~J (Ampere's Law), (4)

where ~J (~r) denotes the current distribution at position~r and � 0 is the vacuum magnetic
permeability. The vanishing divergence of the magnetic �eld allows us to express~B through
a vector potential ~A as ~B = ~r � ~A, but more importantly it implies the non-existence
of magnetic monopoles. Contrary to the electric �eld with electric charges as elementary
point sources, magnetic �elds have no equivalent `magnetic charge'. Instead, magnetic
e�ects are attributed to currents, most elementary to in�nitesimal current loops, i.e. tiny
magnetic dipoles (Amperes Model)[9]. As we will see, this makes localizing magnetic �eld
disturbances more complicated as they cannot be approximated as radial �elds at large
distances.

In the Coulomb gauge~r � ~A = 0, Ampere's Law can be rewritten as~r 2 ~A = � � 0
~J , i.e.

Poisson's equation with the general solution [9]:

~A(~r) =
� 0

4�

Z ~J (~r 0)

j~r � ~r 0j
d~r 0: (5)

We can simplify this expression in the case of a localized current distribution at large
distances via the multipole expansion, based on the Taylor series of the term 1=j~r � ~r 0j for

5this is an electric quadrupole transition, i.e. selection rules allow transitions with � mj = 0 ; � 1; � 2 [7]
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r � r 0. We refrain from providing a detailed derivation of the expansion here, as it entails
multiple steps and has been explained in great detail in numerous books (e.g. reference
[9]). The relevant result, however, is that in �rst order, the vector potential is that of a
magnetic dipole

~Adip (~r) =
� 0

4�
~m � r̂

r 2
; (6)

where ~m is the magnetic dipole moment~m = 1
2

R
(~r � ~J ) d~r [9] and r̂ is the unit vector in

direction of ~r. From this, we get an expression for a magnetic dipole �eld

~Bdip (~r) = ~r � ~Adip (~r) =
� 0

4�
3r̂ ( ~m � r̂ ) � ~m

r 3
: (7)

Important to note here is the dependency on the orientation of the magnetic moment
relative to the position vector. If, for example,~m points towards a magnetic �eld sensor,
the registered magnitude is twice the magnitude we would have measured if the dipole was
rotated by 90� .

Lastly, we derive an expression for the magnetic �eld of a rod magnet along its cylin-
drical axis, as such an object was used as controlled disturbance in our experiments. In
magnetized material, the many atomic magnetic dipoles sum up to a total magnetic dipole
moment per unit volume ~M , known as magnetisation. The alignment of the internal dipoles
can be e�ected by external magnetic �elds. In some materials, so-called ferromagnets (e.g.
iron), the dipoles remain aligned even after the magnetic �eld is removed, resulting in a
remaining magnetic �eld or remanenceB r [9]. From this, the �eld along the cylindrical
axis of a rod magnet can be calculated as

B =
B r

2

�
h + z

p
R2 + ( h + z)2

�
z

p
R2 + z2

�
; (8)

wherez denotes the distance from the north pole of the magnet along the cylindrical
axis, h its height and R its radius [10].

3 Setup

This section gives an overview of the main hardware components and presents the three-
dimensional sensor con�guration (`the Cube') built to track changes in the magnetic �eld.

3.1 Hardware

In all experiments the setup consists of multiple 3-axis magnetic �eld sensors connected to
a microcontroller via the serial communication protocol I2C. This protocol enables the com-
munication of the controller device (the microcontroller) with multiple peripheral devices
(the sensors). I2C uses two lines, the serial data (SDA) to send and receive data and the
serial clock line (SCL) carrying the clock signal. To ensure that data is exchanged between
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Figure 2: Setup example with Mux, ESP32 and ICM sensors. Green: port numbers,
Blue: sensor coordinate system, Yellow: Reset/Boot buttons.

the correct two devices, each peripheral on the bus has a 7-bit address which is transmitted
at the beginning of every message. As all of our magnetic �eld sensors share the same ad-
dress6, a multiplexer (Mux) with 8 ports was added in between the microcontroller and the
sensors to manage the communication between the devices (Figure 2). We ordered all our
components from SparkFun, such that the sensors and the microprocessor are on Spark-
Fun breakout boards and part of their Qwiic Connect System. This system enables the
connection of I2C devices without soldering using polarized Qwiic cables and connectors.
It includes a wide variety of development boards, sensors, accessory boards and shields [11].

Microcontroller: We used the ESP32 WROOM Thing Plus microcontroller from
SparkFun (`ESP32'). The ESP32 board houses an Xtensa single-core 32-bit LX6 micro-
processor, with 448KB of ROM and 520KB SRAM. Its features include:

ˆ 21 multifunctional GPIOs;

ˆ integrated WiFi 2.4GHz transceiver

ˆ USB-C connector (used for establishing serial connection and power)

ˆ Qwiic connector (used to connect to the sensors/Mux)

ˆ 4 LEDs

ˆ 2 buttons: Reset (RST) and Boot (BOOT)

More speci�cations can be found in the data sheet [12].

6All sensors of type ICM can be assigned one of two addresses 1101000 or 1101001 [13], while all sensors
of type MMC have the same 7-bit address 0110000 [14].
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Table 1: Sensor Speci�cs. Direct comparison of the ICM and the MMC sensor, based
on the two data sheets provided by SparkFun.

ICM [13] MMC [14]

Field Range (each axis) � 4900µT � 800µT
Output Resolution 16-bit 18-bit
Sensitivity Scale Factor 0:15µT/LSB 6 :25 nT/LSB
RMS Noise - 0:04µT
Max. Output Data Rate 100 Hz 1 kHz
Null Field Output � 300µT � 50µT
Magnetic Sensor Type Hall-e�ect AMR

Magnetic Field Sensors: Over the course of this project, we tested two di�erent
3-axis magnetic �eld sensor breakout boards from SparkFun: the 9DoF IMU Breakout
Board with Invensense's ICM-20948 Sensor (referred to as `ICM') and the MMC5983MA
sensor (referred to as `MMC') from MEMSIC. Table 1 presents a direct comparison of
the two sensor speci�cations. Despite their large initial calibration uncertainty, we did
not calibrate the sensors as we are interested in the change of the magnetic �eld between
measurements, rather than its value at a speci�c time.

We started with the ICM breakout board, a 9-axis motion tracking device including
a 3-axis silicon monolithic Hall-e�ect magnetic sensor, a 3-axis gyroscope and a 3-axis
accelerometer. The device can be assigned one of the two I2C addresses 1101000 and
1101001. Its magnetometer has a measurement range of� 4900µT and an output data
resolution of 16-bit. [13]

After testing the performance of the ICM device, we switched to the MMC sensor. It is
an Anisotropic Magneto-Resistive (AMR) sensor made from a thin permalloy �lm deposited
on a silicon wafer. The �lm exhibits a magnetisation-dependant characteristic resistance.
Using the measured changes in resistance, the strength of the external magnetic �eld can
be inferred. However, the �lm's characteristics can change in magnetic �elds above 1 mT.
To clear the �lm of any residual magnetic polarisation the MMC has a built in set/reset
operation, which utilizes a strong current to reset the �lm's characteristic. Apart from
using a di�erent measuring technique, the MMC sensor also performs di�erently. While
its measurement range is limited to� 800µT and it can only be assigned the I2C address
0110000, it has a higher resolution of 18-bit and a ten times higher data output rate of
1 kHz.[14]

Multiplexer: The SparkFun Qwiic Mux Breakout (`Mux') enables the communication
between the controller device and up to eight peripherals with the same I2C address. In the
case of the ICM sensors, we can daisy chain two sensors to each port of a Mux, as they are
assigned one of two addresses. The Mux itself has eight con�gurable addresses, such that
a total of 128 ICM sensors or 64 MMC sensors can be connected to the microcontroller.
However, the greater the number of sensors, the lower the measurement frequency for each
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Figure 3: 3D setup of 8 MMC sensors (`Cube'). The green numbers indicate which Mux
port the respective sensor is connected to. Sensors 1, 2, 5 and 6 are �xed at the corners of
the aluminium structure. The lower sensors 0, 3, 4 and 7 cannot be positioned exactly at
the corners and therefore have been placed with an o�set in x and y direction such that
the positioning of the sensors is symmetric under 90� rotations around the z-axis.

sensor. For a large number of sensors, it is therefore advisable to change from a ESP32 to
a device with more RAM, e.g. a Raspberry Pi, or use multiple devices.

3.2 3D Sensor Con�guration - `The Cube'

Aside from multiple smaller setups, which are introduced in later sections, we used one main
three-dimensional con�guration of magnetic �eld sensors. The con�guration illustrated in
Figure 3 (`the Cube') features eight MMC sensors a�xed to an aluminium rod-constructed
cube, positioned above an optical breakout board. The upper four sensors are mounted
to the corners of the cube, whereas the sensors on the lower level are placed with a slight
o�set as indicated in the picture.

4 Methods

In this chapter, we will give an overview of our data collection process7 and brie
y explain
the calculation of the change in the magnetic �eld from our measurements. In addition,
we will demonstrate a straightforward technique for estimating the direction of a magnetic
dipole relative to the Cube and simulate its performance for a two-dimensional sensor
con�guration.

7We limit our explanation to the code for the MMC sensors as they turned out to be more suitable for
this project. Data acquisition with the ICM sensors works similarly but with di�erent sensor libraries.
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4.1 Data Collection Process

The data acquisition relies on the interplay between a Python script, running on an exter-
nal computer, and a C++ sketch deployed on the ESP32. The role of the ESP32 involves
collecting magnetic �eld measurements from the sensors connected to the Mux and trans-
mitting them to the computer. The Python script functions to accept data from the ESP32
and save it as CSV �le. Over the course of this project, we switch between two di�erent
interaction modes: serial communication and WiFi. This allows us to choose whether to
prioritize a continuous data 
ow or a high sampling rate. The subsequent sections provide
a detailed description of the scripts for both methods on the basis of the 
owcharts in
Figure 4 and highlight limitations and di�erences.

4.1.1 Serial Communication

In the serial communication mode, the microcontroller continuously iterates through all
the sensors connected to the Mux and sends the magnetic �eld data for all three axes to the
receiving computer using the serial connection. By opening and closing the serial port via a
Python script, one can control when data is received and subsequently stored as a CSV �le.

Code on Microcontroller: Every sketch on the ESP32 (see Figure 4) mainly consists
of two functions, one of which performs the setup step, and the other one being the main
loop. The setup is triggered either through manually pressing the RST button on the
board or setting the DTR (`Data Terminal Ready') state when opening the serial port in
Python. The function starts with a number of initialisations, including the serial port, the
sensors and the Mux. Next, it initialises the communication with the sensors and the Mux
by assigning each sensor object to a port on the Mux and performing the built-in reset
operation on all sensors to get rid of any residual magnetisation. Due to the strong current
applied during this operation, a delay time of half a second is necessary to ensure that the
subsequent measurements are not a�ected by magnetic induction.

Following the execution of the setup function, the loop function continues to be executed
(repetitively) until either the board is reset or the power supply is disconnected. In each
run, the time is taken in milliseconds relative to the last reset and send to the computer
via serial port. Then, the function loops over all the sensors by selecting the correct port
number of the Mux and measures the magnetic �eld along three axes. The initial data
values are unsigned integers (referred to as `counts') and need to be converted to values
of the magnetic �eld in µT. As the MMC sensors have a range of� 800µT and a 18-bit
output resolution this is achieved with

B i =
(Z i � 217) � 800µT

217
; (9)

whereB i denotes the magnetic �eld along one axis,Z i the counts returned by the sen-
sor, and 217 corresponds to the mid point of the 18-bit integers. For a range of� 800µT
the mid point corresponds to the value 0µT. The converted values are then transmitted
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Figure 4: Flowcharts of the C++ code (ESP32) and the Python script (external com-
puter) for both communication methods. When running an experiment one can choose
between either method but �rst one has to upload the corresponding code onto the mi-
crocontroller, as the ESP32 can only save one program at a time. The red lines indicate
communication between the two devices.
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through the serial port to the connected computer, with a new line character following
each transmission. Hereafter, we will de�ne a set of one timestamp followed by one mea-
surement per axis and sensor as `one data point'.

Python Script: The Python script �rst performs some con�guration settings, includ-
ing the number of sensors, the duration for which the script will run, the data type8 (either
reference data or raw data) and the serial port address on the computer. If the port is
not known, one can print out the ports in use by settingfixedport = False . Next, the
ESP32 is reset and the serial port is opened starting the communication with the ESP32.
The Python script reads the data coming from the ESP32 through the serial port and
writes it into a CSV �le for the speci�ed time interval.

4.1.2 WiFi

In this section, we will present an alternative way of transferring data from the ESP32
to the computer using WiFi. The main idea is that the microcontroller acts as a server,
waiting for new data requests, while the sensors are continuously measuring at a rate of
1kSpS (kilo Sample per Second). If connected to the same network as the ESP32, data
can be requested via a HTTP request, i.e. hypertext transfer protocol message, starting
with 'http:'. `Measuring the magnetic �eld' then comes down to running a Python script
which repeatedly sends data requests to the ESP32 and writes the returning data into a
CSV �le.

Code on Microcontroller: The basic structure of the code is the same as for serial
communication, so we will only highlight the di�erences. After the initialisation and sensor
resets, the ESP32 is connected to a WiFi network. In the loop function, the server object
listens for incoming connections. Upon receiving aGETrequest at the`\Data' endpoint,
the code triggers the execution of the transmission process. Going through the ports on
the Mux, the unconverted data of each sensor is read and saved in a bu�er on the ESP32.
Conversion of the values toµT is performed later during the data analysis on the computer
to make the code on the ESP32 faster, allowing higher sampling rates. When the bu�er is
�lled with a certain number of data points, the data is send to the client. The number of
data points taken per client request can be adjusted but is limited by the 520KB SRAM of
the ESP32. For example, the limit with 8 sensors connected to the Mux is 33 data points
per request, see Table 2.

Python Script: The Python script for the read out via WiFi is very similar to the one
for serial communication. The main di�erence is, that data is received via HTTP requests
http://X.X.X.X/Data , with X.X.X.X being the IP address of the ESP32.

8This is important, as reference �les are pre�xed with an 'r' so they can be distinguished from raw data
�les later. More about reference data vs. raw data can be found in section 4.2

13



Table 2: WiFi method limitations. Experimentally determined limitations of the
WiFi communication method. sensors: Number of sensors connected to the Mux.data
points/request: Maximum number of data points per request, limited by ESP32 RAM.
frequency: Number of data points per second.data time frame: Time frame per request
with data points. dead time: Time without data points during transmission. Errors:
Standard deviation of data sets with approx. 100 entries each.

sensors data points/request frequency [Hz] data time frame [ms] dead time [ms]
1 212 469.4� 0.5 451.6� 0.5 548.3� 92.2
2 120 235.7� 0.2 509.1� 0.3 427.0� 106.6
4 64 118.73� 0.04 539.0� 0.2 325.7� 96.7
8 33 60.27� 0.05 547.6� 0.5 341.1� 159.0

4.1.3 Comparison

The WiFi method is much faster than the serial port transmission, with an average data
point frequency of approximately 470 Hz, compared to 100 Hz for a single MMC sensor.
In addition, this method does not rely on a cable for data transmission to an external
device, making the placement of the setup more 
exible and removing the cable as possible
source of error. However, the limited memory of the ESP32 leads to varying time intervals
between data points. For example, 8 sensors connected to the Mux have a limit of 33 data
points per request before the bu�er on the ESP32 is full and the data has to be send to
the client. Hence, we have a time frame of� 0:55 s with data points at a high, constant
frequency followed by a window of� 0:35 s without data during the transmission process,
referred to as `dead time`. The maximum number of data points per request, the frequency
and the dead time for di�erent numbers of MMC sensors connected to the ESP32 can be
found in Table 2. This problem does not occur with the serial communication method,
where data is sent at a lower, but constant frequency.

Considering that trapped ion experiments at the ITQC group are performed at a time
scale of a few milliseconds, neither the serial communication method nor the WiFi method
are fast enough for tracking changes over the course of a single experiment. However, there
is potential to increase the data point frequency of the WiFi method as the sampling rate
of a single MMC sensor is 1 kHz according to the data sheet [14].

4.2 Calculating Magnetic Field Changes

After focusing on the data acquisition in the previous sections, we now explain how we
track changes in the magnetic �eld.

Simply put, tracking changes requires two sets of data taken at di�erent points in
time, referred to as reference data and raw data. When testing the performance of our
sensor setup, we require the disturbance of the magnetic �eld between reference and raw
measurements to be limited to the e�ects of a test magnet as much as possible. However,
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the uncontrollable environment9 reduced the reliability of such a reference measurement
with time, such that a new reference measurement has to be taken for every set of raw
data.

One reference measurement consists of a few hundred data points taken over a short
period of time while keeping the �eld as stable as possible. By subtracting the temporal
average of these data points from the array of raw values, we are left with the change in
the magnetic �eld vector over time at each sensor position. In most experiments, we make
the assumption of a static disturbance and average the change in the magnetic �eld vector
over the duration of the raw measurement.

4.3 Approximation of Disturbance Direction - Scaling Method

As mentioned before, our goal is not only to measure disturbances in the magnetic �eld
but also to derive the direction of its source from the measurements of the eight sensors
on the Cube.

In a �rst approximation, we are treating any disturbance as magnetic dipole �eld,
motivated by the multipole expansion in section 2.2. Even after making this approximation,
the problem remains de�ned by a set of eight non-linear equations (magnetic dipole �eld Eq.
7), which we will not attempt to solve numerically. Instead, we opt for a straightforward
localization method based on the following approximation. We consider only the magnitude
of the magnetic �eld and assume that sensors closer to the disturbance detect a larger
change in magnitude. Herein lies a signi�cant simpli�cation, as we disregard the orientation
of the magnetic dipole relative to the sensor.

Based on these approximations, we estimate the direction of the source by scaling
the unit vectors pointing from the center of the con�guration towards the sensors with
the measured magnitudes, respectively, and then normalizing the sum of the re-scaled
vectors. Hereafter, this approximation method will be referred to as `scaling method'. To
characterize the performance of this method, we simulated a magnetic dipole being placed
at di�erent locations close to a two dimensional setup of four ideal10 sensors placed at the
corners of a 30 cm x 30 cm square. Note that, in this simulation, the magnetic dipole
always points towards the origin, i.e center of the square. Figure 5 visualizes the deviation
of the direction according to the scaling method from the actual position of the magnetic
dipole in degrees up to a distance of 50 cm from the center.

Considering the approximations we made, the scaling method yields surprisingly ac-
curate results for this con�guration, with a maximal deviation of � 16 degree close to the
setup. In addition, the simulation suggests very accurate results along the symmetry axes
of the setup, showing 0 degree deviation. It is worth mentioning that the results in Figure
5 are valid for all magnetic dipoles. This is because the scaling method scales vectors
linearly with the magnitude of the magnetic �eld, which, in turn, is proportional to the
magnetic dipole moment according to Eq. 7.

9We found that, for example, the position of chairs in the room, some shoes, and cables in
uenced the
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Figure 5: Simulation of the scaling method for four sensors placed at the corners of a
30 cm x 30 cm square. We assume that the sensors measure the magnetic �eld with perfect
accuracy. The origin of the coordinate system is placed at the center of the square and
due to symmetry, only the �rst quadrant is simulated. For each point on a 200 x 200 grid
we calculate the direction according to the scaling method for a magnetic dipole placed at
this position pointing towards the origin. The colors indicate the deviation between the
polar angle of the scaling method vector and the actual position vector of the dipole.
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